@]  VCT 90

UNDER TAILGATE SPREADER

DuAL PurroSE UNDER TAILGATE DESIGN

VCT 90 mounts easily and quickly with “Quick Detach”
Berming Chute for mounting hardware. Under tailgate design allow body
Extended Discharge, to be unloaded without removing spreader. Self-storing
High Capacity, Heavy be;m chu;:z ex;tefrtu:js o::tside c: trul:‘:T rea?r wheels for

. : either right or left discharge. A self-leveling spinner is
DUty & Self Stormg furnished for ice/snow control. Safety guards are
provided for auger openings not being used.

VCT 90 has a Heavy Duty 9" auger, directly coupled
Spinner Bracket of to a High Torque hydraulic motor through a Stainless
Self-Leveling Dgsign Steel coupler. The hinged lower trough swings clear
and 18" Urethane Disc to allow material to fall through the auger area to
simplify clean-out and removal of any blockage.



i g g St S e o e < o o
supported when in up position and can be rotated 90° when cover plate is in _
down position to eliminate interference. Support will lock up or down with pin * 304 Stainless Steel Trough and Top Cover

device. Locking devices are positive sliding bolt-type latches that lock cover in + 304 S.S. Spinner Bracket and Mounting Group

open and closed positions. * Special Paint Finish

* Short Hose Group
Feed Auger

The feed auger is a continuous flighted 9" auger with continuous pitch. Single

auger constructed of 2 7/8" 0.D. x 7/32" wall tubing, with a flight thickness to be Servi .
7/16" on outer edge. Auger shall be mounted in 1 1/2" sealed, self-aligning, ball Sales and Ge oY
bearings. Bearing is mounted in the trough end section, curb side, in a pillow block

two bolt support. The feed auger is driven by a hydraulic motor coupled by a

Stainless Steel coupler directly to auger shaft. Drive motor mounted on driver side

and fastened to a mounting plate. Full size mounting plate provides for extra

strength in end section and allows for easy auger removal from end section. Drive

motor shall be of a roller stator design with four (4) bolt mount.
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